
DataComm Electronics’ new, high performance 

Cat 5e and Cat 6 patch cords make it easy to meet your 

installation reqirements. Our patch cords snap securely 

into place connecting with patch panels, switches, hubs 

and other networking equipment. 

Cat 5e and Cat 6 Patch Cords
20-65** Series Cat 5e
20-66** Series Cat 6 

FEATURES & SPECIFICATIONS:

• Cat 5e performance tested to 350 MHz

• Cat 6 performance tested to 550 MHz

• Stranded conductor for longer flex life

• Improved strain relief

• Available in 5 lengths: 1 ft., 3 ft., 7 ft., 15 ft., and 25 ft.

• Available in 2 colors: blue and white

• Materials: 24 AWG, UTP stranded conductor, 
   8-conductor plug, 94V-0 rated 

• Cat 5e complies with all TSB-95 requirements

• Cat 6 complies with all TIA/EIA-568B.2-1 requirements

• Meets FCC Part 68

• UL Listed

• ETL Verified for performance

• 20-year product warranty

RoHS Compliant

Cat 5e Part #     Description
20-6501-BL, WH      Cat 5e Patch Cord, 1 ft., Blue/White
20-6503-BL, WH      Cat 5e Patch Cord, 3 ft., Blue/White
20-6507-BL, WH      Cat 5e Patch Cord, 7 ft., Blue/White 
20-6515-BL, WH      Cat 5e Patch Cord, 15 ft., Blue/White
20-6525-BL, WH      Cat 5e Patch Cord, 25 ft., Blue/White

Cat 6 Part #     Description
20-6601-BL, WH      Cat 6 Patch Cord, 1 ft., Blue/White
20-6603-BL, WH      Cat 6 Patch Cord, 3 ft., Blue/White
20-6607-BL, WH      Cat 6 Patch Cord, 7 ft., Blue/White
20-6615-BL, WH      Cat 6 Patch Cord, 15 ft., Blue/White
20-6625-BL, WH      Cat 6 Patch Cord, 25 ft., Blue /White

25-YEAR CHANNEL SYSTEM WARRANTY

When using DataComm Patch Panels, Patch Cords, Cat 5e 
Jacks and Cat 6 Jacks with Honeywell Genesis Cat 5e Cable 
(numbers 5078, 5088 and 5090) and Honeywell Genesis 
Cat 6 Cable (numbers 5092 and 5102).
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